DOWNTOWN TABLE WIRE MANAGEMENT - TYPICAL

THIS IS A CONCEPTUAL RENDERING OF A PROPOSED DESIGN. WHILE DRAWN
AS ACCURATELY AS POSSIBLE, FINAL PRODUCTION DETAIL MAY DIFFER.

END PANELS TO BE BORED WITH PASS THRU OPENINGS
ABOVE CABLE MANAGEMENT SLOT AND BELOW THE
LOWEST WORKSURFACE, AS REQUIRED.

CABLING AND ELECTRICAL HARDWARE CAN BE ROUTED
UNDER WORKSURFACE AND BETWEEN STRETCHERS

SPECIFY TOP POWER ACCESS REQUIREMENTS: SIMPLE
GROMMET AND/OR POWER/DATA UNITS FROM OUR
CONNECT CATALOG. TYPICALLY LOCATED IN TOP
BETWEEN STRETCHERS BELOW.
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DEEP RECESS FOR CABLE PASSAGE

CABLE PASSAGE ROUTE

SHALLOW RECESS FOR COVER PLATE

COVER PLATE
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DRAWINGS ARE THE SOLE PROPERTY OF mediatechnologies® AND ARE INTENDED TO CONVEY IDEAS FOR SELECTION AND PLACEMENT OF FURNITURE. THE IDEAS AND CONCEPTS PRESENTED HAVE BEEN UNIQUELY DESIGNED BASED ON THIS SPECIFIC OPPORTUNITY. DRAWINGS AND OTHER PRESENTATION MATERIALS PROVIDED BY mediatechnologies® CANNOT BE USED FOR SOLICITATION OF COMPETITIVE PRICING OR PRODUCT SUBSTITUTION WITHOUT PRIOR PERMISSION.
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