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TDDF-3630-M-60-MOB-TB
Tackboard Option

TAPERED DUAL SIDED DISPLAY

TAPERED DUAL SIDED DISPLAY

cs-tapered-dual-sided-display-200917

• The display cabinet has (5) sloped display shelves at descending 
heights on each side and a 6” W flat top shelf.

• Shelves are mounted at an angle—exterior edge is higher than 
interior edge.

• End panels are tapered, becoming narrower from the bottom to top.

• Concealed casters are available as a mobile option.

• Awaits your choice of high pressure laminate, melamine, oak and 
maple veneer, or Sprayon finish. 

• Optionally available with Slatwall built into the end panels or with 
separately applied Tackboards.

Panels: Choose from our selection of HPL, TFL, Oak or Maple Veneer 
or Sprayon finishes.

Shelves: Choose from our selection of HPL, TFL, Oak or Maple Veneer 
or Sprayon finishes.

Edges: Choose from our selection of wood or PVC edges, as required. 

See mediatechnologies’ Finish and Color Guide for choices at www.
mediatechnologies.com.

To Order, Choose Finish Selections & Options

General Specifications
Display Structure: Inner display structure is dowel and glue construction 
and incorporates 3/4” thick engineered wood and veneer face base shelf and 
1” thick nine ply hardwood plywood toe assembly. 

Shelves: Adjustable shelves are 1” thick nine ply plywood hardwood with 
premium grade A oak veneer. 

Edges: Exposed edges are banded with 1/8” solid wood edges and corners 
are radiused 1/8”. Shelves are mounted at an angle—exterior edge is higher 
than interior edge. 

End panels: End panels are tapered, becoming narrower from bottom to top 
and are constructed of 1” thick nine ply plywood hardwood with premium 
grade A oak veneer on both faces. Exposed edges are banded with 1/8” 
solid wood edges and corners are radiused 1/8”. Also available in HPL and 
Melamine with PVC banding.

TAPERED DUAL SIDED DISPLAY 
STANDARD SIZES

MODEL DEPTH” WIDTH” HEIGHT”

TDDF-3630-_-60 30 36 60
TDDF-3630-_-60-MOB 30 36 60

TDDF-3630-M-60

TDDF-3630-M-60-MOB-SW
Slatwall Option

 PANEL OPTIONS
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