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Single Faced Post & Panel Carrels

Model Number Description Wgt. Price

BPP2836SSC Initial carrel, 31"D X 36-7/8"W X 48"H 113 $2,095

BPP2848SSC Initial carrel, 31"D X 50-3/8"W X 48"H 134 $2,386

BPP2836SSCA Adder carrel, 31"D X 35-7/8"W X 48"H 89 $1,395

BPP2848SSCA Adder carrel, 31"D X 49-3/8"W X 48"H 109 $1,886

Double Faced Post & Panel Carrels

Model Number Description Wgt. Price

BPP2836DSC Initial carrel, 60"D X 36-7/8"W X 48"H 200 $3,199

BPP2848DSC Initial carrel, 60"D X 50-3/8"W X 48"H 234 $3,889

BPP2836DSCA Adder carrel, 60"D X 35-7/8"W X 48"H 153 $2,333

BPP2848DSCA Adder carrel, 60"D X 49-3/8"W X 48"H 187 $2,950

Radius Worksurface

Model Number Description Wgt. Price

RCS0060-BM-PP Radius Carrel Worksurface 57-1/4" Diameter half round with Bookmark 
support leg.

58 $1,700

Quad Carrels

Model Number Description Wgt. Price

BPP2836QC Quad carrel, 72"D X 72"W X 48"H 370 $5,859

BPP2848QC Quad carrel, 99"D X 99"W X 48"H 479 $8,055
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Bookmark Post & Panel Carrels    

General Specifications - Post and Panel Carrels
 
Worksurfaces: 1-1/4" thick, three ply engineered wood construction with .050" high 
pressure laminate  and a phenolic backer sheet.  The front edge is 5/8" x 1-5/8" solid red oak 
with either B; a 1/2" radius top and bottom, or BB; a 1/2" bevel top and bottom.  Worksurfaces 
are attached to the side and back panels with (3) steel brackets. Grommet (s) come standard.

Legs: Legs are 1-5/8" solid glued up red oak and pre-drilled  
to receive shoulder screws.  Each leg is equipped with an  
adjustable glide.

End / Intermediate / Back Panels: Panels are 1", nine ply hardwood plywood 
with select red oak veneers on both faces.  The top and bottom edges are banded 
with 1/8" solid red oak.  Each panel is joined to a leg using Mod-eez fasteners.

Worksurface Height: Standard worksurface height is 29".  Other heights are avail-
able at no additional charge.  To specify adjustable height: Add -ADJ to model  number.

Panel, Overall Carrel Height:  Standard carrel height is 48".  32" to 48" heights 
are available.  To specify: Add to model number with P suffix (i.e. BPP2836QC-32P).

Modular Design:  mediatechnologies® carrels may be disassembled and 
reconfigure.  Adder units are similar to initial units but substitute one intermediate panel 
for two end panels. 

The RCS has the same edge detail as the carrel tops and is supported by a Bookmark table leg. Mounts 
along side of double sided carrel; intended for end-of-run applications. Grommet available please include a 
layout with order.

Set Up Charges and Upcharges for Non-Standard and Custom Finishes

Model Number Description List Price

Custom Finish Upcharge for custom stain finish $608

Non-Standard Stain Upcharge for non-standard stains already matched $268

Sprayon Finish Upcharge, per color, per order, for Sprayon finish $312


