
Tables
MILESTONE

MX26-C4242-29
MT26-C3060-29-4C

42”D X 42”W X 29”H
30”D X 60”W X 29”H



MILESTONE T-BASE

MILESTONE T-BASE STANdArd SIzES

MOdEL dEPTH” WIdTH” HEIGHT”

rEcTANGuLAr SIzES
MT22-_2436- 24 36 29/36/42
MT22-_2448- 24 48 29/36/42
MT22-_2460- 24 60 29/36/42
MT22-_2472- 24 72 29/36/42
MT22-_2484- 24 96 29/36/42
MT22-_2496- 30 36 29/36/42
MT26-_3036- 30 36 29/36/42
MT26-_3048- 30 48 29/36/42
MT26-_3060- 30 60 29/36/42
MT26-_3072- 30 72 29/36/42
MT26-_3084- 36 84 29/36/42
MT26-_3648- 36 48 29/36/42
MT26-_3660- 36 60 29/36/42
MT26-_3672- 36 72 29/36/42
MT26-_3684- 36 84 29/36/42
MT26-_3696- 36 96 29/36/42

rOuNd SIzES
MOdEL dIAMETEr HEIGHT
MTT32-_0054- 54” 29
MTT32-_0060- 60” 29

MILESTONE TrAP TOP STANdArd SIzES

MOdEL dEPTH” WIdTH” HEIGHT”

MT22-_2448TRAP 24 48 29/36/42
MT22-_3060TRAP 30 60 29/36/42
MT22-_3072TRAP 30 72 29/36/42
MT22-_3672TRAP 36 72 29/36/42

MILESTONE BEANIE T-BASE STANdArd SIzES

MOdEL dEPTH” WIdTH” HEIGHT”

MT26-C3060BN 30 60 29/36/42

MILESTONE FLAIr T-BASE STANdArd SIzES

MOdEL dEPTH” WIdTH” HEIGHT”

MT26-C3060FL- 36 60 29/36/42

MILESTONE SPrOckET T-BASE STANdArd SIzES

MOdEL dEPTH” WIdTH” HEIGHT”

M3T22-C6060S- 60 60 29/36/42
* ReCeiveS (3) T BASeS

MT26-C3060-29 MT22-C3060TRAP-29 MTT32-C0060-29 M3T22-C6060S-29

MT26-C3060FL-29 MT26-C3060BN-29 MTT36-GRT48120-29 MTT30-GBT36/48120-29

•	 Milestone tables feature a classic base with a combination of classic 
and interactive worksurface shapes.

•	 High-pressure laminate worksurface with multiple edge options. 

•	 Legs are fitted with adjustable leveling glides.

•	 Available with optional casters. 

•	 Folding base and flip-top options available.

MILESTONE T-BASE TABLES

To Order, choose Finish Selections & Options

Work Surface: Choose from our selection of high-pressure laminates.

Base: Choose from our powder coat selection. 

Edges: Choose a PVC or wood edgeband. 
Note: Sprocket, Beanie and Flair tables receive 2” radius corners.

See mediatechnologies’ Finish and Color Guide for choices at 
www.mediatechnologies.com.

 CASTERS

 EDGE TYPES

Optional Folding Base 
provides positive lock in the 
up or down position.

Flip Top option allows table 
top to be flipped for ease 
in moving and storage.G
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Table Top: Table tops are 1-1/4” thick, three-ply 45# particleboard construction with 
.050” high-pressure laminate top surface and a .030” phenolic backer. Square corners 
on banded tops have a 1/8” radius. Rounded corners on all tops have a 2” radius.

Table Bases: All table bases are supplied with 1” diameter leveling glides.

T-Base - Single Column and Double Column: 13 gauge, 2” diameter column and 
mainbar, 11 gauge stamped steel mounting plate, 10”x10”(or 12”x12” for single column 
bases with mainbars over 30”W).

Folding base mechanism: Nylon injection molded body with an extruded aluminum 
mechanism is bolted to leg frame via a threaded insert. Mechanism is attached to the 
underside of worksurface using a 1” #12 wood screws.

Flip-top mechanism: Two-part steel mechanism is joined via a pivot system. Upper 
component attaches to underside of work surface using 1” #12 wood screws. Lower 
component bolts to leg frame via a threaded insert.

General Specifications

Trap RoundRectangle Sprocket

Beanie Racetrack BoatFlair
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Table Top:  Table tops are 1-1/4” thick, three-ply 45# particleboard construction 
with .050” high-pressure laminate top surface and a .030” phenolic backer. Square 
corners on banded tops have a 1/8” radius.  Rounded corners on all tops have a 
2” radius.

Table Bases: All table bases are supplied with 1” diameter levelers.

T-Base - Single column and double column: 13 gauge, 2” diameter column 
and mainbar, 11 gauge stamped steel mounting plate, 10”x10”(or 12”x12” for single 
column bases with mainbars over 30”W).

X-Base - Single column: 14 gauge, 3” diameter column, 13 gauge, 2” diameter 
mainbars, 11 gauge stamped steel mounting plate, 10”x10” (or 12”x12” for single 
column bases with mainbars over 30”W).

X-Base - Four column: 13 gauge, 2” diameter column and mainbars, 7 gauge 
stamped steel mounting plate, 10”x10”.

Folding base mechanism: Nylon injection molded body with an extruded aluminum 
mechanism is bolted to leg frame via a threaded insert. Mechanism is attached to the 
underside of worksurface using 1” #12 wood screws.

Flip-top mechanism: Two-part steel mechanism is joined via a pivot system. Upper 
component attaches to underside of worksurface using 1” #12 wood screws. Lower 
component bolts to leg frame via a threaded insert.

General Specifications

MILESTONE X-BASE

MILESTONE X-BASE SquArE STANdArd SIzES

MOdEL WIdTH” LENGTH” HEIGHT”

MX26-_3636- 36 36 29/36/42
MX26-_4242- 42 42 29/36/42
M4X36-_4848- 48* 48 29/36/42
M4X36-_5454- 54* 54 29/36/42
M4X36-_6060- 60* 60 29/36/42

MILESTONE X-BASE rOuNd STANdArd SIzES

MOdEL dIAMETEr” HEIGHT”

MX26-_0036- 36 29/36/42
MX26-_0042- 42 29/36/42
M4X36-_0048- 48* 29/36/42
M4X36-_0054- 54* 29/36/42
M4X36-_0060- 60* 29/36/42

•	 Milestone tables feature a classic base with a combination of classic 
shapes and heights.

•	 High-pressure laminate worksurface with multiple edge options. 

•	 Legs are fitted with adjustable leveling glides.

•	 Available with optional casters. 

•	 Flip-top options available for single column X-base tables.

MILESTONE X-BASE TABLES

To Order, choose Finish Selections & Options

Work Surface: Choose from our selection of high-pressure laminates.

Base: Choose from our powder coat selection. 

Edges: Choose a PVC edgeband or wood edgeband with your choice 
of wood stain. 

See mediatechnologies’ Finish and Color Guide for choices at 
www.mediatechnologies.com.
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 CORNERS  FLIP TOP  CASTERS

Flip Top option allows 
table top to be flipped 
for ease in moving 
and storage.
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