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SHIRLEY

• Bench base assembly & back panel available in premium veneer 
or laminate finish. Laminate models receive corner guards on back 
panel edge corners.

• 4” high, veneer base and toe assemblies receive 3mm wood edge 
banding. Laminate base and toe assemblies receive 3mm PVC 
edge-banding.

• Bench base is a 7/8” engineered wood assembled frame and bench 
back panel is a 2” thick engineered wood assembly.

• Seat cushion is 3-1/2” thick high-density foam on a 1/2” thick 
engineered wood base. Seat cushion is high density foam that 
tapers from 4-1/2” at the bottom to 2-1/2” at the top and is on a 
1/2” engineered wood base.

• Seat cushions are attached to booth base and back with hook and 
loop fasteners.

• Available as a single or double booth with 42” or 48”H back panel.

Upholstery: Choose fabric for seat and back cushion. 

Bench Base and Bench Back Assembly: Choose a high-pressure 
laminate or veneer for finish.

Edges: Choose PVC for edges. 

See mediatechnologies' Finish and Color Guide for options at 
www.mediatechnologies.com.
View our fabric choices at 
https://www.mediatechnologies.com/resources/fabrics

To Order, Choose Finish Selections & Options

General Specifications
Bench base: is a 7/8” engineered wood assembled frame, multi-groove dowel 
construction and available in premium veneer or high-pressure laminate finish. 4” 
high Veneer base and toe assemblies receive 3mm wood edgebanding. 4” high 
Laminate base and toe assemblies receive 3mm PVC edgebanding.

Bench back: is a 42” or 48” high, 2” engineered wood assembly. Available in 
premium veneer or decorative laminate. Laminate models receive corner guards 
on back panel edge corners.

Upholstered seat and back: Seat cushion is 3-12” thick, high density 
upholstery grade foam on a 1/2” thick engineered wood base. Back cushion high 
density upholstery grade foam tapers from 4-1/2” at the bottom to 2-1/2” at the 
top and is on a 1/2” thick engineered wood base. Seat cushions are attached to 
booth base and back with hook and loop fasteners.

SINGLE FACE LOW BACK STANDARD SIZES

MODEL DEPTH” WIDTH” SEAT HEIGHT”

OVERALL HEIGHT 42”
SBS-2442-L 24 42 18
SBS-2448-L 24 48 18
SBS-2460-L 24 60 18

CORNER UNIT
SBC-2424-L 24 24 18

SINGLE FACE HIGH BACK STANDARD SIZES

MODEL DEPTH” WIDTH” SEAT HEIGHT”

OVERALL HEIGHT 48”
SBS-2442-H 24 42 18
SBS-2448-H 24 48 18
SBS-2460-H 24 60 18

CORNER UNIT
SBC-2424-H 24 24 18

DOUBLE FACE LOW BACK STANDARD SIZES

MODEL DEPTH” WIDTH” SEAT HEIGHT”

OVERALL HEIGHT 42”
SBD-4642-L 46 46 18
SBD-4648-L 46 48 18
SBD-4660-L 46 60 18

DOUBLE FACE HIGH BACK STANDARD SIZES

MODEL DEPTH” WIDTH” SEAT HEIGHT”

OVERALL HEIGHT 48”
SBD-4642-H 46 42 18
SBD-4648-H 46 48 18
SBD-4660-H 46 60 18

SBS-2442-LSBC-2424-L SBC-2424-HSBD-4642-L SBS-2442-H SBD-4642-H
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